
Technical Sheet 

KINO

Channels
- 8 HD (720p, 1080i, 1080p)
- 8 UHD-4K (2160p)
- 2 UHD-8K (4320p)

Connectivity
- 8 SDI (3G/12G)
- 1 entrée LTC BNC
- 2 Genlock BNC
- GPI DB44F 8 entrées / 8 sorties
- 4 Display port
- 2 1Gb ethernet RJ45
- 2 10Gb erthernet ou SFP+

SD Video Standards
- NTSC 720x480 4:3/16:9 29,97
- NTSC 720x486 4:3/16:9 29,97
- PAL 720x576 4:3/16:9 25

HD Video Standards
- 720p50, 720p59.94
- 1080p23.98, 1080p24, 1080p25, 1080p29.97, 1080p50, 1080p59.94
- 1080PsF23.98, 1080PsF24, 1080PsF25, 1080PsF29.97
- 1080i50, 1080i59.94

UHD-4K Video Standards 
- 2160p23.98, 2160p24, 2160p25, 2160p29.97, 2160p50, 2160p59.94

SUHD-8K Video Standards
- 4320p25, 4320p29.97, 4320p50, 4320p59.94

SD/HD Video Codecs
- Apple ProRes 422 Proxy
- Apple ProRes 422 LT
- Apple ProRes 422
- Apple ProRes 422HQ
- Avid DNxHD LB-36 seulement en 1080p
- Avid DNxHD SQ-120
- Avid DNxHD HQ – HQX-185
- H264 Avid Proxy (1200/2400 Kbps)
- AVC-Intra Class 50-100
- DV 25-50 (en SD)
- DV 100
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- IMX 30-40-50 (en SD)
- MPEG2 (de 10 à 360 Mbps)
- MPEG2 XDCAM EX 35
- MPEG2 XDCAM HD
- MPEG2 XDCAM HD 50 4:2:2
- H264 (de 1 à 300 Mbps)
- HEVC (de 10 à 500 Mbps)
- XAVC Intra class 100
- Y4M
- Cinegy Daniel2
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UHD-4K/8K Video Codecs
- Apple ProRes 422 Proxy
- Apple ProRes 422 LT
- Apple ProRes 422
- Apple ProRes 422HQ
- Avid DNxHR HQX
- AVC-Ultra 4K Uniquement en 4K
- XAVC Intra class 300/480 Uniquement en 4K
- H264 (de 30 à 300 Mbps)
- HEVC (de 50 à 500 Mbps)
- Y4M
- Cinegy Daniel2

Audio Codecs
- AAC
- MPEG Audio
- 16-bit PCM
- 24-bit PCM

Wrappers 
- AAC / Wave / Daniel2 Raw / DV Raw / H264 Raw / M2V / MOV / MP4 / MPEG-TS / MPG / MXF 
AS02 / MXF OP1A / MXF OPAtom / RAW / VANC / Y4M

Key Features
- Ingest SD/HD/UHD SDI / iP ST 2022-6, 2022-7, ST 2110 / MPEG-TS Stream SRT,RTP,UTP /
NDI /WDM / Audio only
- Creation of channel groups (gang record)
- Unlimited simultaneous multi-destination recording for each channel
- Built-in scheduler, manageable locally and remotely
- SD/HD/UHD playout
- Play While Ingest for live or delayed broadcasting
- Playlist management
- Multiple dynamic graphic layers
- Edit While Ingest: Creation of subclips and highlights
- Instant timeline creation and playback without consolidation
- Ingest and playout control interface, manageable locally and remotely
- Stackable XGESTORE units for unlimited channel capacity
- Management of multiple XGESTORE units via a single interface

Internal Storage
8x 4To SSD expandable to 8x 30To SSD

Physical Specifications
- Dimensions (D x W x H): 655 x 440 x 133 mm
- Height: 3U
- Net Weight: 27 kg
- Operating Temperature: 5°C to 40°C
- Non-Operating Temperature: -20°C to 45°C
- Operating Relative Humidity: 20% to 80%, non-condensing
- Redundant Power Supplies: 1000W 80+ Titanium
- Maximum Power Consumption: 850W




